 SEQ CHAPTER \h \r 1Division of Building Safety Facility Inspections

Frequently Noted Discrepancy Categories
STORAGEtc "Storage"
1. POOR HOUSEKEEPING

a. All places are required to be kept clean and orderly

2. UNSTABLE STACKING

a. All materials are required to be properly stacked, racked, blocked, or otherwise secured to prevent sliding, falling, collapse.

3. ELECTRICAL PANELS BEING BLOCKED

a. A 36 inch clear work area is required to be maintained in front of electric control panels.

2. FIRE EXTINGUISHERS ARE BEING BLOCKED

a. Fire extinguishers are required to be readily accessible.

3. EYE-WASH/SHOWER STATION BEING BLOCKED

a. Access to this equipment must remain unobstructed at all times.

4. SPRINKLER HEADS ARE BEING BLOCKED

a. Storage of any material shall be maintained at least 18 inches from fire sprinkler heads.

5. TALL SHELVING NOT SECURED

a. Bookshelves, stacked bookshelves, cabinets, etc. over four feet high should be secured to prevent them from falling over.

6. EXITS AND WAYS OF TRAVEL ARE BLOCKED

a. Exits and ways of travel are required to be free of obstructions.

7. TRIPPING HAZARDS 

a. Cords must not create a tripping hazard.

8. TELEVISIONS NOT SECURED TO CARTS

a. Televisions on rolling carts need to be secured to prevent them from 

falling over.

ELECTRICALtc "ELECTRICAL"
1. NO GROUND FAULT CIRCUIT INTERRUPTER (GFCI) 
a. Ground Fault Circuit Interrupter protection needs to be provided for electrical receptacles within 6 feet of a water source.

2. EXTENSION CORDS

a. Flexible electric extension cords are not allowed to be used as a substitute for fixed permanent electric wiring. 

b. Relocate equipment to eliminate need for extension cord, replace flexible extension cord with a UL listed, fused protected power strip that is plugged directly into outlet, or have F.M.O. install additional outlets.

3. MULTI-PLUG  ADAPTERS / POWER TAPS
a. Multi-plug adapters are not allowed to be used in public buildings. 

b. Electric power taps shall not be "daisy chained", "piggy backed", otherwise connected to one another.

c. Relocate equipment to eliminate connected power strips or replace power strips with a UL listed power strip with a long enough cord to plug directly into an outlet, or have Facilities Mgmt install additional outlets.

FIRE tc "Fire " \l 2
1. FIRE DOORS BLOCKED OPEN

a. Fire doors (to include smoke control doors) may not be blocked opened or obstructed and must close and latch automatically when released and must remain closed when not in use  (unless held open by approved magnetic door holders wired into the building’s fire alarm system)
2. IMPROPER STORAGE OF FLAMMABLE/COMBUSTIBLE LIQUIDS

a. 10 gallons or more of flammable/combustible liquids are required to be stored in an approved cabinet or storage room.

3. IMPROPER STORAGE OF COMBUSTIBLE MATERIALS

a. Flammable or combustible materials shall not be stored in electrical equipment rooms.

b. Flammable or combustible materials shall not be stored in unprotected stairs and floor spaces.

4.  PORTABLE HEATERS HAVE NO TIP OVER PROTECTION 

a. Portable Heaters must switch off automatically if tipped over.

5. PLASTIC GAS CAN BEING USED

a. Portable containers for flammable liquids must be metal, no larger than 5 gallons capacity.  5 gallon containers must be U.L. listed safety cans.

CHEMICALS tc "Chemicals " \l 2
1. CHEMICAL CONTAINERS NOT LABELED

a. All containers of chemicals, materials, etc. are required to be properly labeled.

2. NO SAFETY LIPS ON CHEMICAL SHELVING 

a. Shelves with chemicals stored on them need safety lips on the leading edge to prevent chemicals from inadvertently falling or being knocked off the shelf.

3. CHEMICALS STORED ABOVE EYE LEVEL

a. Chemicals must not be stored on shelves higher than eye level to the shortest person who uses the chemicals.

4. CHEMICALS ARE BEING STORED IN A FUME HOOD

a. Fume hoods shall not be used for the storage of chemicals.

5. CHEMICALS STORED IN ALPHABETICAL ORDER

a. Chemicals must be stored by chemical compatibility as required.

b. Chemicals that react with each other shall not be stored in close proximity to each other.

6. EXPIRED CHEMICALS

a. Chemicals are not allowed to be kept beyond their expiration date.

7. FOOD/CHEMICAL STORAGE REFRIGERATORS

a. Laboratory/science chemical storage refrigerators are not allowed to be used for food storage.

COMPRESSED GAS CYLINDERStc "Compressed Gas Cylinders " \l 2
1. COMPRESSED GAS CYLINDERS ARE NOT SECURED

a. Compressed gas cylinders, empty or full, are required to be secured with a chain or device designed for this purpose in an upright position.

FIRST AID KITS  tc "First Aid Kits  " \l 2
1. FIRST AID KITS ARE NOT ADEQUATELY STOCKED

a. First aid kits are required to be complete.

MISCELLANEOUStc "Miscellaneous " \l 2
1. TYPE III (HOUSEHOLD) LADDERS ARE NOT AUTHORIZED FOR USE.

2. MIRRORS ARE NOT ALLOWED ON EXIT DOORS OR ADJACENT TO EXITS

3. PAPER CUTTERS ARE REQUIRED TO HAVE A GUARD PARALLEL TO THE CUTTING BLADE.

4. GLAZING SUBJECT TO HUMAN IMPACT IS REQUIRED TO BE APPROVED SAFETY GLASS OR APPROVED PLASTIC.  
5. MACHINE SAFETY

a. Install anti-kickback device
b. Install guards 
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